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CORE SOUND 20 Mk. 3

Intermediate beams
3/4" x 1"
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DECK FRAMING

48 Bunk top
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SCALE: 3/4" = 1' 0" Except
as shown

54 Fwd
locker top

Preview
Only

Date: 5-18-2016
DESIGNED BY GRAHAM S. BYRNES, N.A.

B&B YACHT DESIGNS

196 ELM ST. VANDEMERE, N.C. 28587

252-745-4793 www.bandbyachtdesigns.com

39" [0.991]m
54a

25 Anchor
well

23" [0.584]m

15 1/4" [0.388]m
b1

21 3/16" [0.538]m
Cockipt beams
3/4" x 1"
(18 x 25mm)

A

Main cabin beams
3/4" x 1 1/4"

A

75°

Inwale

Inwale 5/8" x 1"

Section A:A

Seat top

Outer cleat
3/4" x 3/4"
(18 x 18mm)

Sheer
strake

Notch into
Bh. 3 beam
Cockpit beam

Note: Allow inwale to run
past Bh. 3 to avoid a hard
spot . Trim to match sheer
strake after installation.

Foredeck
Leave cross beams solid until ready to fit fore and aft
beams
beams. Half notch the fore and aft beams at each
3/4" x 3/4"
intersection and then let them into the cross beams and
knees notching the cross beams as needed.
Foredeck beam
34

b2

Bh. 3
The outer seat top cleat is
attached after the sheer
strake has been installed
and fiberglassed in place.
Use a straight edge laid over
the cockpit sides to mark
where the cleat should lay.

Bh. 6
Hatch
Coaming

34 Bow knee

b1

Once the inwales are installed, the
foredeck beams can be fit into
place. Trim the knee to fit into the
bow. The knee provides a solid
mounting for a bowsprit or cleat.
Fillet and glass the knee in place.

Anchor well
54 Locker top
3/8" Bow eye

3°

44b Bh. 5
3" Glass tape

2 3/8" [0.060]m
Bow eye
backing block

NO SCALE

Make cockpit drains from 3/4" PVC
pipe. Ends can be expanded with a
heat gun to accept a standard
drain plug if desired.

35 Foredeck
doublers

DWL

Straight edge
tape
Fiberglass

Note: The anchor well bottom bust have a 3 deg. slow
toward the bow for drainage. Drill a 3/8" hole on either
side just behind the bow eye block to drain the locker.

5" [0.126]m

